Clark County Nevada approves SaniTite®, High Density Polyethylene Pipe, 24” - 60”, for Sanitary Sewer applications. This pipe was developed for interceptors and sewers where ‘hot taps’ and other connections will likely not be needed.

**High Performance Joints:**
ADS SaniTite sanitary sewer pipe has integral bells and spigots formed by continuous extrusion without the use of post production welding. This tough, highly engineered product is constructed with higher performance material built to withstand the rigors of the installed environment and handle impacts well in excess of its rivals.

**Easy Installations:**
The rugged, lightweight design of SaniTite makes it easier and more cost-effective to install. It requires fewer people, less time and less heavy equipment to install compared to traditional material installations. All of these advantages add up to lower installation costs.

**Outstanding Value:**
SaniTite has many performance advantages over traditional pipe … at a fraction of the cost.

**Advanced Drainage Applications:**
HDPE pipe and fittings are used in gravity flow applications such as industrial waste water and municipal sanitary sewers. Pipe and fittings are available in a range of sizes from 24” to 60” diameters, meeting all the requirements of ASTM F2306.

---

Clark County Water Reclamation District
November 1, 2004

SaniTite® and the Green Stripe are registered trademarks of Advanced Drainage Systems, Inc.
© 2008 Advanced Drainage Systems, Inc. (08517) 10/08

For more information contact your local ADS representative:
Silver State Marketing Group
702.736.9311
Gary Rossi de Guevara
707.529.0528

Products locally manufactured at:
ADS Phoenix
525 N. 51st Avenue
Phoenix, AZ 85043

Advanced Drainage Systems, Inc.
4640 Truman Blvd., Hilliard, OH 43026
1-800-821-6710 www.ads-pipe.com