DURASLOT® VARIABLE HEIGHT ASSEMBLY

A. DURASLOT END CAP OR TAYLOR PLUG FOR 30" & 36" PIPE
B. DURASLOT PIPE
C. DURASLOT ADAPTER
D. N-12 PIPE
E. DURASLOT COUPLER BAND
F. DURASLOT GRATE ANCHOR

G. 3/8" X 1/4" LONG W/ WASHER
H. DURASLOT GRATE CONNECTOR
I. 5/16" X 2" LONG W/ WASHER & 1/4" WINGNUT
J. PLASTIC SLEEVE SPACER (GOES ON I. - NOT USED W/ 4" DIAM.)
K. HEX HEAD ASSEMBLY:
   5/16" LONG W/ (2) WASHERS AND 1/4" HEX NUT

NOTES:
1. EACH CAP (A) & ADAPTER (C) COMES WITH AN ANCHOR (F)
2. EACH COUPLER BAND (E) COMES WITH HARDWARE - I,J,K, & L

TAYLOR PLUG USED FOR 30" & 36" DIAMETER PIPE

OPEN TOP ASSEMBLY

A. DURASLOT END CAP OR TAYLOR PLUG FOR 30" & 36" PIPE
B. DURASLOT ADAPTER
C. N-12 PIPE
D. DURASLOT COUPLER BAND
E. DURASLOT GRATE ANCHOR

F. DURASLOT GRATE CONNECTOR

I. HEX HEAD ASSEMBLY
   5/16" LONG W/ WASHER & 1/4" WINGNUT
J. PLASTIC SLEEVE SPACER (GOES ON I. - NOT USED W/ 4" DIAM.)
K. HEX HEAD ASSEMBLY:
   5/16" LONG W/ (2) WASHERS AND 1/4" HEX NUT
L. DURASLOT BAND FLANGES

NOTES:
1. EACH CAP (A) & ADAPTER (C) COMES WITH A CAP (F)
2. EACH COUPLER BAND (E) COMES WITH HARDWARE (I,J,K, & L)