NOTE: ALL DIMENSIONS ARE ± 1/2 FOOT.

PLACE ADVANCED EDGE PIPE DIRECTLY AGAINST PAVEMENT SECTION. BACKFILL TRENCH WITH BASE COURSE MATERIAL OR SUITABLE MATERIAL SPECIFIED BY DESIGN ENGINEER.

PLACE ADVANCED EDGE PIPE DIRECTLY AGAINST CURB. BACKFILL TRENCH WITH EXCAVATED MATERIAL AND COMPACT.

PLACE ADVANCED EDGE PIPE DIRECTLY AGAINST PAVEMENT SECTION. BACKFILL TRENCH WITH BASE COURSE MATERIAL OR SUITABLE MATERIAL SPECIFIED BY DESIGN ENGINEER.

PLACE ADVANCED EDGE PIPE DIRECTLY AGAINST PAVEMENT SECTION. BACKFILL TRENCH WITH BASE COURSE MATERIAL OR SUITABLE MATERIAL SPECIFIED BY DESIGN ENGINEER.

PLACE ADVANCED EDGE PIPE AGAINST CURB. BACKFILL TRENCH WITH EXCAVATED MATERIAL AND COMPACT.

PLACE ADVANCED EDGE PIPE AGAINST PAVEMENT SECTION. BACKFILL TRENCH WITH BASE COURSE MATERIAL OR SUITABLE MATERIAL SPECIFIED BY DESIGN ENGINEER.

PLACE ADVANCED EDGE PIPE AGAINST PAVEMENT SECTION. BACKFILL TRENCH WITH BASE COURSE MATERIAL OR SUITABLE MATERIAL SPECIFIED BY DESIGN ENGINEER.