**INSPECTION & MAINTENANCE**

**STEP 1)**

**A.** Inspect Isolator Row for Sediment

1. **A.1.** Remove/ Open Lid on Nyloplast Inline Drain
2. **A.2.** Remove and clean Flexstorm Filter if installed
3. **A.3.** Using a flashlight and Stadia Rod, measure depth of sediment and record on maintenance log
4. **A.4.** Lower a camera into isolator row for visual inspection of sediment levels (optional)
5. **A.5.** If sediment is at, or above, 3" (80 mm) proceed to step 2. If not, proceed to step 3.

**B.** All Isolator Rows

1. **B.1.** Remove cover from structure at upstream end of isolator row
2. **B.2.** Using a flashlight, inspect down the isolator row through outlet pipe
   - i) Mirrors on poles or cameras may be used to avoid a confined space entry
   - ii) Follow OSHA regulations for confined space entry if entering manhole
3. **B.3.** If sediment is at, or above, 3" (80 mm) proceed to step 2. If not, proceed to step 3.

**STEP 2)**

**A.** Clean out isolator row using the jetvac process

1. **A.1.** A fixed culvert cleaning nozzle with rear facing spread of 45° (1.1 m) or more is preferred
2. **A.2.** Apply multiple passes of jetvac until backflush water is clean
3. **A.3.** Vacuum structure sump as required

**STEP 3)**

**A.** Replace all covers, grates, filters, and lids; record observations and actions.

**STEP 4)**

**A.** Inspect and clean basins and manholes upstream of the Stormtech system.

**NOTES**

1. Inspect every 6 months during the first year of operation. Adjust the inspection interval based on previous observations of sediment accumulation and high water elevations.
2. Conduct jetting and vectoring annually or when inspection shows that maintenance is necessary.