**SC-310 Technical Specifications**

**Acceptable Fill Materials: Stormtech SC-310 Chamber Systems**

<table>
<thead>
<tr>
<th>Material Location</th>
<th>Description</th>
<th>Compaction/Density</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bottom Chamber</td>
<td>HDPE</td>
<td>95%</td>
</tr>
<tr>
<td>Bedding Stone</td>
<td>Gravel</td>
<td>90%</td>
</tr>
<tr>
<td>Backfill</td>
<td>Gravel</td>
<td>90%</td>
</tr>
</tbody>
</table>

**Inspection & Maintenance**

- Backfill should be compacted to 90% density.
- Bedding stone should be compacted to 90% density.
- Bottom chamber should be HDPE.

**Notes:**
- All dimensions are nominal.
- Stormtech Chamber:
  - STORMTECH CHAMBER
  - STORMTECH END CAP
  - STORMTECH OUTLET MANIFOLD
  - STORMTECH INLET MANIFOLD
- Dual Wall HDPE:
  - PERFORATED
  - DUAL WALL
- Contact Stormtech for more information.
- Part numbers will vary based on inlet pipe materials.

**Contact Stormtech for More Information:** 1-888-892-2694.